
 

 

With the increasing demand on farmers time and the need to comply with Regional council 
requirements, Strata Precision Plastics have been producing PVC Cowshed flood wash sys-
tems since 1996.  

Designed to be easy to install and use, the Strata flood wash is available in a range of sizes. 
The Strata flood wash is able to be supplied complete with all the components required to 
install the system. Strata can assist with the manifold, bends, valves and flange sets. The 
flood wash manifold is normally made from 315mm PVC pipe (this is determined by the cus-
tomer) with 100mm up-stands spaced normally every metre. Strata have manufactured flood 
wash systems up to 500mm. 

To ensure a flood wash works effectively, the concrete pad that the flood wash is getting laid 
into must be laid at an optimum grade to ensure that all liquid runs off into the stone sump 
before heading to the effluent holding ponds. Liquid from the secondary ponds can also be 
pumped into the concrete holding tank for reuse in the wash down process.  
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Strata Precision Plastics was established in 1996 and is a Plastic fabrica-
tion company based in three locations around New Zealand. Our head 
office & main factory is located in Hamilton. In 2005, we established a 
factory in Palmerston North and in 2007, with increasing demand from 
our south island market, a warehouse was set up in Christchurch.  
 
With this ongoing development and with a combined total of over 200 
years in the drainage industry, Strata Precision Plastics are positioned to 
provide solutions for those difficult situations.   
 
With a specific focus on providing quality product backed up by well re-
nowned service, Strata Precision Plastics continue to lead the way with it’s  
commitment to the customer. 
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701M.300.88 
S/Water Moulded Bend 

300mm PVC Tank Connector 

300mm Butterfly Valve—Lugged 


